
Speed Fastening® Tools (*Basic tool, respective nose equipment has to be ordered separately)

753 MkII model
Part-No. 07530-02100*

for ø 2.4 - 6.4 mm

7536 model
Part-No. 07536-02100*

for ø 1.6 mm Avlug®

7537 model
Part-No. 07537-00200*

for ø 2.4 - 6.4 mm

7535 model
pantograph workstation
Part-No. 07535-00011*

for ø 2.4 - 6.4 mm

70510 model
underbench workstation
Part-No. 70510-01000*

for ø 2.4 - 6.4 mm

7538 model
suspended tool

Part-No. 07538-00110*
for ø 2.4 - 6.4 mm

(image similar)

Mini-MAS
Part-No.78200-010040*

basic version
for ø 1.6 - 6.4 mm

Breakstem Tools (*Basic tool, respective nose equipment has to be ordered separately)

Genesis® nG1
Part-No. 71203-00039

for ø 2.4 - 4.0 mm
up to ø 4.8 mm Al

Genesis® nG2
Part-No. 71213-00039

for ø 3.0 - 4.8 mm

Genesis® nG2-S
Part-No. 71401-00039

for ø 3.0 - 4.8 mm

Genesis® nG3
Part-No. 71223-00201

for Monobolt® ø 6.4 mm

Genesis® nG4
Part-No. 71233-02000*
for ø 6.4 mm: Hemlok®, 

Avibulb® XT, Avinox® XT

7265 model
Part-No. 07265-00300*

for ø 4.8 - 6.4 mm

7267 model
Part-No. 07267-00200*

for ø 4.8 - 6.4 mm

7287 model
Part-No. 07287-00200*

for Monobolt® ø10.0 mm
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Lockbolt Tools (*Basic tool, respective nose equipment has to be ordered separately)

Genesis® G2 LB
Part-No. 71255-02000*

for Avdelok® and 
Maxlok® ø4.8 -  6.4 mm

Genesis® nG4
Part-No. 71233-02000*
f. Avdelok® & Maxlok® 

ø 4.8 - 6.4 mm & Avtainer®

73200 model
Part-No. 73200-02000*

for Avdelok®, Avtainer®, 
Maxlok® up to ø10.0 mm

NeoBolt ø8.0 mm,  
Avbolt® up to ø 8.0 mm

734 AV™ series*
for all Avdelok® XT,  

Avdelok® ø 9.6 mm and
NeoBolt® ø12.7 - 25.4 mm, 

Avbolt® ø 8.0 - 16.0 mm

For detailed information on placing capability and 
nose equipment please refer to the respective tool 
manual or contact your local STANLEY Engineered 
Fastening representative.

Blind Threaded Insert Tools (*Basic tool, respective nose equipment has to be ordered separately)

742 model  
stroke regulated

Part-No. 74200-12000*
recomm. for M10 - M12

ProSert® XTN20  
force or stroke regulated

Part-No. 74202-00001
for M3 - M10

74405 model
Part-No. 74405-01000*
for M5 - M8 Versa-Nut®

7429 model
Part-No. 74290-03000*
for hexagonal hole 
production M4 - M10

74401 model
Part-No. 74401-01000*

for M4 - M12

7265 model
Part-No. 07265-00300*

f. Maxlok® ø 4.8 - 6.4 mm
and Avtainer® ø 10.0 mm

7267 model
Part-No. 07267-00200*

for Avdelok®, Avtainer®, 
Maxlok® up to ø 10.0 mm
Avbolt® up to ø 8.0 mm

7287 model
Part-No. 07287-00200*

for Avdelok®, Avtainer®, 
Maxlok® up to ø 10.0 mm

NeoBolt® ø 8.0 mm,  
Avbolt® up to ø 8.0 mm

Genesis® nG3 LB
Art.-Nr. 71256-02000*

for NeoBolt® 

ø4.8 - 6.4 mm


